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Fronts

Drawer fronts
There’s no difference between installing a &SHUFL drawer front and an IKEA drawer front. We recommend that you use 

the installation instructions provided with IKEA’s MAXIMERA drawers. The instructions are included when you buy a 

drawer from IKEA.

If you’ve purchased wooden drawers from &SHUFL, use our installation instructions for wooden drawers.

Cabinet fronts
&SHUFLs fronts are thicker, heavier, and stronger than other cabinet doors. Please note that you will need to use an 

extra hinge on cabinet doors that are more than 60 cm tall.

We recommend that you use the installation guide provided with IKEA hinges. Below you can read which hinges we 

recommend for various purposes.

Hinges 
UTRUSTA 45°: This hinge is used only for a corner wall cabinet with two doors.

UTRUSTA 95°: Fits on cabinets with a built-in refrigerator or freezer. 

UTRUSTA 110°: Standard hinge for doors.

UTRUSTA 153°: Use this hinge if you want an interior drawer behind a door, or if the door and cabinet have a side panel 

or a frame along the side of the cabinet.

You can easily mount the door in the correct position. All of IKEA’s hinges can be adjusted according to height, depth, 

and width.



Overhang
The worktop should be installed with an overhang from 

the body edge of either 22, 24 or 26 mm depending on 

whether the front is 19, 21 or 23 mm thick. Overhang of

22/ 24/ 26 mm
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Adjustments
Our worktops are often delivered slightly large. This 

is so they can be adapted to any abnormalities in the 

room. Make sure to cut the worktops in a way that is as 

invisible as possible.

The easiest way to do this is to put the worktop on top of 

the elements and up against the wall. Run a pencil along 

the wall at the distance that corresponds to how much 

you would like to cut off the overhang. 

In the transition area between the worktop and the wall, 

we recommend grouting with a silicone grout in the 

same color as the wall. If the worktop is up against a 

cold or moist wall, the worktop itself should be carefully 

treated with varnish or silicone. 

In some situations, it will be an advantage to make a 

model of the worktop in advance.
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Worktops

Assembly
The worktop can be assembled with the help of the 

assembly tools provided. 

It’s usually easiest to have two people involved in the 

assembly. One person can put the pieces in place 

while the other person makes sure that the worktops 

are aligned. We recommend doing a trial run before 

grouting. 

After the trial run, put the worktops roughly 5mm from 

each other and spray silicon in the grout. Push them 

together and remove any excess silicone. Remember to 

use masking tape before you grout. 

If you are putting together worktops near a stovetop, we 

recommend that you assemble the worktops first and 

then cut a hole for the stovetop after that.
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Worktops

Securing the worktop
The worktop is secured into place with screws. The 

screws are installed through IKEA’s worktop rails up into 

the worktop. 
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Putting in the sink and stovetop
We recommend that both the sink and stove top be 

installed with a little edge that goes over the worktop 

and recommend that you avoid flat-mount or under 

mounted sinks. 

When you install sinks and stove tops, we recommend 

that you follow the manufacturer’s instructions.
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Side panels

Corners
In the corners of angled kitchens, use modifications from 

&SHUFL to make sure that doors and drawer fronts have 

enough room to open.

Modifications are usually delivered with measurements 

of 20x80 cm and need to be cut and installed by your 

kitchen installer as shown in the picture. Note that the 

width of the two modifications can be different. 

We recommend attaching the adjustments with angle 

fittings.

Overhang
The side panels should be mounted with an overhand 

from the body edge of either 22, 24 or 26 mm, 

depending on whether the front is 19, 21 or 23 mm thick.
Side panels
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Side panels

Securing the side panels
The side panels are secured into place with screws. The 

screws are installed through the body of the cabinet and 

into the side panel.

Adjustments
Our side panels are often delivered slightly large. This is 

so they can be adapted to any abnormalities in the room. 

Make sure to cut down the side panels so that the cut 

side is as invisible as possible. It can either be against 

the floor, the wall, or the ceiling.

If the adjustment is against the floor or against a moist or 

cold wall, we recommend that the cut surface be treated 

with clear silicone.
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Side panels

Kitchen islands
To make sure that free-standing kitchen islands are 

assembled correctly so that they fit the side panels and 

worktops that are delivered to precise measurements, 

we recommend that your kitchen installer begin the 

installation as follows: 

First, install the first kitchen side panel on the cabinets 

that are on one end (as seen in the drawing). Then set up 

the next cabinets, and then finally install the other side 

panel, while making sure that the cabinets, fronts, and 

side panels are aligned. 

Please note that there will be space between the 

cabinet’s back sides to create room for any electrical 

cords, etc.
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Floorboards

Installation 
We recommend that you move &SHUFL’s floorboards in 

so they stand up against IKEA’s cabinet legs.

&SHUFL’s floorboards are screwed directly through the 

IKEA body with screws.

Adjustments
Please note that in some cases floorboards will need to 

be adjusted to unevenness in the floor.

Ventilation
Refrigerators and freezers often require air circulation, 

so it’s a good idea to plan for ventilation directly in the 

floorboard. You can do this by drilling a line of holes in 

the floorboard or making a slit in the floorboard.  
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Advice about electrical appliances

Dishwashers 
If your kitchen is based on IKEA’s current kitchen system METOD, make sure that your dishwasher can be integrated 

into this system and fits with a front that is 80cm high. If you’re not sure, ask your appliance dealer.

If you have already purchased a dishwasher, we recommend that you check to make sure it will fit before you unpack it.

We recommend that you use a panhead screw with the dimensions 5 x 25 mm for the installation of our cabinet fronts 

on IKEA’s dishwashers.

Remember to install the moisture protection that comes with the dishwasher underneath the worktop as shown in the 

dishwasher’s installation instructions. Remember to choose a model where the automatic opening function can be 

turned off, so the effects of moisture are as minimal as possible.

Refrigerators and freezers 
Please note that refrigerators and freezers always need good air circulation around them.

A good tip to make sure there is room for air circulation in the cabinet itself is to drill holes in the bottom of the cabinet 

near the front, so you avoid a visible mark. The refrigerator or freezer should be raised about 5 cm, so the air can stream 

in underneath and behind the refrigerator or freezer. Make sure to also make sure that air can circulate above the 

refrigerator or freezer. 

Refrigerators or freezer cabinets from IKEA require hinges which must be purchased separately.

Stovetop
We do not recommend that you install stove tops at the same level as your &SHUFLs standard worktops.

Please note that the stove top can be placed over several different cabinet bodies, as long as they are cut to size.

IKEA
At &SHUFL we recommend IKEA’s electrical appliances because they fit well with IKEA’s own cabinet bodies plus 

our cabinet fronts. Since &SHUFL neither sells nor offers advice about electrical appliances, we recommend that you 

always follow the manufacturers’ instructions. It is important that you check the following around your chosen electrical 

appliances:


